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SECTION 12304 
 

PLASTIC LAMINATE-FACED CASEWORK 
 
A. ACCEPTABLE MANUFACTURERS (NO SUBSTITUTIONS) 
 

1. Casemaster 2200 Series T-Mold, Manufactured by Stevens. 
 
B. WARRANTY 
 

1. Casework materials shall be guaranteed for not less than three (3) years from manufacturer's 
defects and workmanship. 

 
C. PLASTIC LAMINATE-FACED CASEWORK 
 

1. Core Material 
a. Particleboard shall be minimum 45 pound density industrial grade of 3 ply balanced 

construction meeting or exceeding requirements of ANSI A 208.1 (formerly CS-236-
66).  Moisture content shall not exceed 8 percent. 

b. Medium density fiberboard shall have a minimum 48 pound density and shall meet or 
exceed property requirements established by ANSI A 208.2. 

2. Surface Materials 
a. Exposed exterior cabinet components door and drawer fronts and interior surfaces shall 

be laminated with plastic laminate surfaces of thermofused Melamine laminate.  
Surfaces shall be thermofused to the core material using a high pressure of 320-400 PSI 
and 320 degrees F.  Laminate surfaces shall have been tested under NEMA LD3-1980 
GP-20 "vertical grade laminate” and comply with the national standards of the 
American Laminators Association ALA 1985.  Interior shall be laminated with almond 
color laminate with exterior selected from the standard color offering of Stevens. 

3. Edgings 
a. Exposed exterior cabinet members shall be edged with a high impact rigid PVC 

extrusion, satin finish with a UV cured top coat for additional durability.  Edging shall 
be color and pattern matched to cabinet exterior as selected by Owner's Representative 
from manufacturer's standard colors.  Color shall be impregnated and entire thickness of 
material.  Edges exhibiting a dissimilar color where joined to panel will not be accept-
able.  Door and drawer corners radiused. 

b. Adjustable shelves and interior panel components shall be edged with a high impact, 
rigid PVC extrusion.  Edging shall have satin finish with a UV cured top coat for 
additional durability.  Color shall match cabinet interior. 

4. Hardware 
a. Hinges shall be heavy duty five knuckle style, with interlaying leaves capable of a 270 

degree swing.  Hinge shall be constructed of minimum .090 inch thick steel, hospital 
tipped with non-removable pin.  Each hinge shall have minimum of nine (9) No. 8 by 
5/8 inch screws of appropriate type for particleboard for positive attachment and 
alignment.  Doors less than 48 inches in height to have two (2) hinges per door.  Doors 
exceeding 48 inches in height shall have three (3) hinges per door.  Hinges shall be 
available in satin black enamel and brushed chrome finish. 

b. Pulls shall be accurately positioned on door and drawer fronts with No. 8 sheet metal, 
deep thread screws.  Pulls shall be available in a "bent wire" bar style.  Pulls shall be 
available in black, gray, and almond color as well as a brass and chrome plated finishes. 
 Finish to be selected by Owner's Representative. 

c. Door catches shall be heavy-duty spring loaded large roller type.  Each door shall have a 
single catch mounted at the bottom edge. 

d. Strike plate shall be injection molded nylon with an integral molded engagement ridge.  
Strike plate shall also provide a wide face bumper ensuring a positive door stop. 
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e. Drawers and slide-out shelves shall be suspended on nylon roller steel slides to ensure 
quiet, smooth operation.  Slides shall have 100 pound load rating with built-in drawer 
stop and self-close feature in the last 1 inch of travel. 

f. Shelf uprights and brackets of zinc plated steel and adjustable on 1/2 inch centers. 
5. Locking 

a. General Requirements 
1) Provide locks as indicated.  Locks shall be cylinder type, diecast, with five (5) 

disc tumbler mechanism. 
2) Provide locks keyed alike per room unless otherwise indicated. 
3) Provide master key lock system and two sets of master keys. 

6. Shelving 
a. Adjustable Shelf Support System 

1) Support clips for adjustable shelves 3/4 inch and 1 inch thick shall be injection 
molded nylon shelf clips.  Support clips shall incorporate integrally molded 
lock tabs to retain shelf from tipping or inadvertently being lifted out.  Support 
clip shall have double (2) pin engagement into precision bored hole pattern in 
cabinet vertical members.  Clips shall have a molded ridge in the clip body 
which will provide additional pressure against edge of shelving and maintain 
positive pin engagement.  Clip shall be designed in such a manner to provide 
means to permanently attach shelf to support clips.  Static test load must exceed 
200 pounds per clip. 

2) Dividers 1/4 inch thick shall be fully adjustable and retained with injection 
molded nylon support clip.  Clip shall trap divider to eliminate lift out. 

3) All adjustable shelves and dividers shall be adjustable on 1-1/4 inch center 
through full height of compartment. 

7. Work Surfaces 
a. Plastic Laminate 

1) Plastic laminate countertops shall be surfaced with general purpose .040 inch 
thick plastic laminate meeting NEMA Spec. LD3-1975 GP-40.  Countertop 
cores shall be 1-1/8 inch full thickness, 45 pound density particleboard.  
Provide postformed work surfaces with bullnose edge. 

2) Separate backsplashes and endsplashes are to be provided with a radiused edge 
as indicated on drawings.  Height shall be 4 inches, except where indicated 
otherwise. 

3) Joints in continuous tops shall be minimized.  Where splice joints are required, 
they shall be joined with a combination of dowels for alignment and tight joint 
fasteners as required to provide a uniform and gapless joint. 

8. Component Details 
a. Drawers shall be full box design with a separate front.  Drawer sides and ends must be 

constructed of 5/8 inch medium density fiberboard with almond color laminate faces and 
matching almond color PVC top edges.  Bottoms shall be 1/4 inch medium density 
fiberboard with almond color facing. 

b. Corner Joints:  Shall be interlocking dowel pin design.  Hardwood dowel pins, 8 mm. 
diameter, shall be inserted into drawer ends and fitted into matching hole patterns in 
drawer sides.  Bottoms must be trapped in grooves on all four sides.  All joints shall be 
glued and bottoms shall have additional mechanical fasteners.  Drawers shall be 
suspended on slides as described in Paragraph 2.04.E. 

c. Solid hinged doors shall be 3/4 inch thick material of balanced construction, surfaced as 
described in Paragraph 2.02.B.  Doors 48 inches and less shall have two (2) hinges per 
door.  Doors exceeding 48 inches in height must have three (3) hinges per door.  All 
door edges shall be finished with a high impact vinyl plastic extrusion matched to trim 
group color selection. 

d. Adjustable shelves less than 36 inches in length shall be 3/4 inch thick.  Shelves 
36 inches long and over, and all adjustable shelves in wall cabinets and bookcases, shall 
be 1 inch thick.  All adjustable shelves shall be constructed of 45 pound density 
particleboard with almond color melamine laminate surfaces.  Leading edge of shelf 
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shall be finished with a high impact, rigid PVC extrusion, almond in color to match 
shelf surface and cabinet interior. 

e. Frame rails between drawers must be full length, 3/4 inch thick by 3-1/2 inches wide, 
pinned and fastened into cabinet sides.  The front leading edge shall have PVC self-edge 
to match the trim group color. 

9. Fixed Casework 
a. Corner joints incorporating dowel pin construction must be factory glued and clamped 

under pressure to assure rigid load-bearing corner joints. 
b. Cabinet ends shall be 3/4 inch thick panels of balanced construction, precision bored for 

dowel pins installed in horizontal cabinet members.  Base and tall units shall have one 
piece end panels continuous to floor for added load capability.  Unexposed ends shall 
have laminate backing sheet. 

c. Cabinet bottoms and tops shall be 3/4 inch thick panels of balanced construction for base 
and tall units.  Panels are to be precision bored to receive fluted dowel pins, which must 
be inserted with glue.  These dowel pins shall extend from the panel ends for joining 
into mating hole patterns in the cabinets' side panels. 

d. Wall cabinets shall have full one inch thick panels of balanced construction.  These 
panels must feature the same fluted dowel pin and glue joint construction as the base 
and tall cabinets. 

e. Kick panels shall be 4 inches high, set back from the cabinets' front edge and 
mechanically fastened to the cabinet bottom and ends, becoming an integral part of the 
cabinet structure. 

f. Back panels shall be 3/8 inch thick and set in from rear edge in cabinet side grooves.  
Wall cabinet backs shall also set in top and bottom shelf grooves.  The interior surface 
shall be almond in color. 

g. Finished exposed backs of fixed cabinets are to be 3/4 inch thick panels of balanced 
construction, surfaced as described in Paragraph 2.02 A. 

h. Hang rails shall be provided in wall cabinets in the upper back corner for mounting 
units to walls. 

 
* * * * *
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SECTION 12512 
 

VERTICAL LOUVER BLINDS 
 
 
A. ACCEPTABLE MANUFACTURERS 
 

1. Faber. 
2. Kirsch. 
3. Levolor Corporation. 
4. Or as approved. 

 
B. QUALITY ASSURANCE 
 

1. Fire-Test-Response Characteristics:  Provide vertical louver blinds identical to those tested for the 
following fire-test-response characteristics as determined by UL or another testing and inspecting 
agency acceptable to authorities having jurisdiction. 
a. Test Method:  NFPA 701. 
b. Rating:  Pass. 

 
C. VERTICAL LOUVER BLINDS 
 

1. Louvers:  Manufacturer's standard as follows: 
a. Aluminum. 
b. Nominal Louver Width:  2 inches. 
c. Louver Profile:  Curved. 

2. Controls:  As follows: 
a. Louver Directional Control:  Chain. 

3. Louver Bottom:  Rail. 
4. Valance:  Match color of louvers. 
5. Mounting:  Ceiling. 
6. Colors and Patterns:  Where manufacturer's standard products are indicated, provide vertical 

louvers complying with the following requirements: 
a. Provide Owner's selections from manufacturer's full range of colors and patterns for 

vertical louver blinds of type indicated. 
7. Design Product:  MRNT Vertical Blind manufactured by Levolor Home Fashions. 

 
* * * * *
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SECTION 12600 
 

FURNITURE/WORK STATIONS 
 

 
A SUMMARY 
 
 1. This Section includes the following: 
 

a Modular Furniture  
1. For Owner uses, Haworth “Places” Modular Furniture.  No other manufacturers 

will be considered. 
2. The Owner has developed standard layouts for work stations.  Coordinate with Owner 

layout types per specific project. 
 

b Metal work benches/soldering station. 
c Metal work tables. 
d Metal desk. 
e Metal file cabinets. 
f Metal storage cabinets. 
g Stools. 

 
 
B ACCEPTABLE MANUFACTURERS 
 
 

1. Haworth  
2. Anderson Hickey Co. 
3. Kawaunee Scientific Corp. 
4. Tennsco. 
5. Invincible Office. 
6. Kruger International, Inc. 
 

 
 
C. FURNITURE 
 

1. General: Provide furniture equipped with adjustable leveling guides in the following types and 
finishes produced from standard materials intended for use as indicated. 

 
2. Modular Furniture  

a For Owner uses, Haworth “Places” Modular Furniture.  No other manufacturers will 
be considered. 

 
b The Owner has developed standard layouts for work stations.  See pages 9 and 10. 

Coordinate with Owner layout types per specific project. 
 
 3. Work Benches/Solder Table 

a Steel frame supports work surface and shelf.  Worksurfaces to be tested to support evenly 
distributed loads up to 1000 lbs. 

 
b Pedestals to have front locks for security. 
 
c Provide 110V, 60 Hz integral 15 amp circuit breakers, eight grounded outlets, two On/Off 

switches, two pilot lights, two 6-ft. power cords.  UL Listed components. 
 
d Worksurface is pre-drilled for quick assembly and has 1 inch tubular steel frame.  Measures 
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72W x 30D x 1 inch H.  Shelf 72W x 15D x 1 inch H with tubular steel frame.  
Worksurfaces and shelves are front radius edge.  Unit includes modesty panel and footrest. 

 
e Left pedestal has 4 drawers; right pedestal has 2 drawers and one full-extension file drawer.  

Each pedestal is 15W x 29D x 34 inch H.  Removable drawers operate on ball bearing 
suspensions.  Height from floor to top of worksurface is 36 inches.  Height from floor to top 
of shelf is 53 inches. 

 
  f. Specified Design Product:  Kewaunee Scientific Corp. 
 
 4. Work Tables 
 

a Industrial duty bench legs; 16-gauge ribbed steel uprights, 14-gauge top support, foot 
assembly, and lower cross members. 

 
b Height adjusts 29-33 inches for standing or seated job requirements. 
 
c Adjustable Straight Legs.  16-gauge ribbed steel uprights.  Top support, foot assembly, and 

lower cross members are 14-gauge steel.  Adjust 29-33 inches in 1 inch increments to attain 
the best height for standing or seated job requirements.  Legs have punched holes for 
attaching bracing, lower shelf, and top.    2-3/4 inches wide feet can be bolted to the floor for 
added stability.  Double electrical knockouts front and rear, adaptable to standard 2 inch 
wide electrical box.  Gray enamel finish. 

 
d Plastic Laminate Top.  High pressure plastic laminate with particleboard core is 1-3/4 inch 

thick overall.  Provide smooth, nonconductive surface.  Load rating: 150 lbs. per sq ft. + 
Gray textured pattern. 

 
e Drawers:  Right pedestal drawers. 
 
f Specified Design Product:  Model #1008-L by Edsal. 

 
 5. Desk 
 

a Steel desks come in black or parchment enamel finish with walnut tone hard laminated 
plastic top.  Edge covering is in matching laminated plastic.  Chrome plated 1 inch square 
tubular steel legs with leveling glides adjustable 1-1/2 inch to compensate for uneven floors.  
Shipped dismounted from desk.  Steel drawers have polished chrome handles and move on 
self-lubricating Celcon glides to ensure long wearing capability and smooth, quiet drawer 
operation. 

 
b Double Pedestal Desk.  Features 28-1/2 inch self-edged pedestals with two full suspension 

file drawers that accept hanging folders of letter and legal width.  Box drawers include 
dividers.  Pedestal locks secure all drawers.  Practical scratch and stain-resistant top 
measures 60 inch by 30 inch, with 1 inch side and 2-1/2 inch rear overhang.  Desk height is 
29-1/2 inches. 

 
c Lifetime Warranty. 
 
d Meets BIFMA durability standards. 
 
e Specified Design Product:  Model #PF4160 by Anderson Hickey Company. 

 
 6. Filing Cabinets 
 

a Vertical Filing Cabinets.  Cradle suspension with solid nylon rollers.  Extra structural 
strength through multi-formed and welded upright supports.  One-piece multiformed drawer 
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construction provides rigidity, smooth finish, and long lasting performance.  Supplied with 
hanging folder rails.  Letter fitting only.  Inside drawer dimensions 12-1/4 W x 10-7/8 H x 
26-1/2 inch D. 

 
1) A-Grade heavy gauge steel file cabinets. 
2) Fully welded with flush ground corner seams. 
3) Double wall front drawer construction. 

 
b Includes lock (units keyed differently). 

 
c Vertical cabinets contain rails for hanging files. 

 
d Meets BIFMA durability standards. 

 
e Specified Design Products:  Model #1440-L and 1450-L by Invincible Office Furniture. 

 
 7. Storage Cabinets 
 

a Cabinets.  16-gauge steel frame, 22-gauge steel sides, back, and bottom.  18 inch deep 
shelves are 22-gauge steel; 24 inch deep shelves are 20-gauge.  20-gauge steel doors have 
partially concealed, heavy-duty four knuckle steel butt hinges.  Adjustable leveling screws for 
uneven floors. 

 
b Full width adjustable steel shelves can be repositioned in 2 inch increments for efficient use 

of interior space.  Shelf load ratings for 18 inch deep and 24 inch deep cabinets are 150 lbs. 
and 200 lbs. respectively (based on evenly distributed loads).  Provide 3-point locking steel 
doors (keyed differently, two keys provided).  Nylon lock bar guide and dual doors reinforced 
with full length pan stiffeners. 

 
c Sizes as indicated on the drawing(s). 
 
d Specified Design Product:  by Tennsco. 

 
 8. Chairs and Stools 
 
  a. Stool, Fixed Arms Pneumatic Seat Height Adjustable 
 

1) Injection molded polypropylene shell 
2) Seat and backrest upholstered in Group 1 nylon fabric treated with Scotchgard 
3) Pneumatic height adjustment 
4) Dual wheel casters 
5) 18 inch diameter footring 
6) Molded nylon base 

 
e Operational Seat.  Seat measures 20 inches wide by 19 inches deep.  Upholstered seat and 

back.  Chair seat height is adjusted pneumatically from 16 inches to 20-1/2 inches; stool seat 
height adjusts from 25-3/8 inches to 30-1/8 inches.  Seat features an injection molded glass 
reinforced polypropylene seat board with 2 inch foam padding. 

 
f Backrest.  Backboard is injection molded polypropylene with 12 percent of pivot and 2 

inches of polyurethane foam.  Backshroud is injection molded polypropylene. 
 
g Pedestal Base.  Injection molded, fiberglass reinforced nylon 5-blade base.  24 inch diameter 

base spread on chair, 26 inches on stool. 
 
h Casters.  50 mm diameter double-wheel, injection molded nylon casters. 
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i Fire Rating:  Meets California TB117 Fire Safety Code Standard. 
 
j Specified Design Product:  Enhance stool No. ENHSU/2/CA by Krueger International, Inc.  

 
 
D MATERIALS 
 

1. Stainless Steel: ASTM A 167, Type 302/304, stretcher leveled, cold-rolled, polished, 0.0312 inch 
nominal thickness (22 gage) unless otherwise indicated. 

 
2. Aluminum: Alloy and temper as recommended by aluminum fabricator, ASTM B 209 for plate and 

sheet, ASTM B 26 for castings, ASTM B 221 for extrusions. 
 
3.  Sheet Steel: Cold rolled, commercial quality, ASTM A 366, minimum 0.0359 inch nominal 

thickness (20-gage) unless otherwise indicated.  Surface preparation and metal pretreatment as 
required for applied finish. 

 
4. Chrome Plating: Nickel and chromium electro-deposited on base metal, ASTM B 456, Type SC 2. 
 
5. Painted Finish: Baked acrylic enamel coating. 
 
6. Particleboard Core Stock: Medium density, complying with ANSI A 208.1. 
 
7. Plastic Laminate: NEMA LLD 3, GP-50 (0.050 inch nominal thickness), with BK-20 (0.020 inch 

nominal thickness) backer board. 
 
8. Color, Pattern and Texture: Comply with the following requirements: 

 
  a. Provide selections made by Architect/Engineer from manufacturer's full range of standard 

colors, textures, and patterns for materials of type indicated. 
 
 * * * * * 
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HAWORTH PLACES MODULAR FURNITURE 
SPECIFICATIONS LIST

ITEM
PLACES NOV. 

2000 CAT 
PAGE NO.

DESCRIPTION CODE #

PANELS 236 THRU 237 
HAWORTH PARTITION STEEL TOP CAP 

STRAIGHT-FABRIC SURFACE-
ACOUSTICAL FABRIC GRADE B

HFP-XXXX,F-7M,F-7M,TR-J,TR-J

WORK SURFACES 340,341,344,   
350 & 353

HAWORTH WORK SURFACE REGULAR-
LAMINATE-VINYL EDGE

DWST-XXXX,H-22,TR-J,TR-J            
HCTS-XXXX, H-22,TR-J,TR-J              
PWST-XXX-X,H-22,TR-J,TR-J              
WRCS-XXX,H-22,TR-J,TR-J             

WS-XXX,H-22,TR-J,TR-J

WORK SURFACE SUPPORT 
COLUMN 361 HAWORTH WORK SURFACE SUPPORT 

COLUMN-ADJUSTABLE HEIGHT HCC-0001

OVERHEAD SHELF
91     

UNIGROUP 
CATOLOG

HAWORTH REGULAR SHELVES SR-X,VJ,TR-J,TR-J

OVERHEAD DOOR
93    

UNIGROUP 
CATOLOG

HAWORTH FLIPPER DOOR UNIT REGULAR-
LAMINATE DOOR FRONT

FDRV-X,TR-J,TR-J,TR-J       
REQUIRES OVERHEAD SHELF

TACK BOARD 386 HAWORTH TACK BOARD                      
FABRIC GRADE B HTB-XXXX,F7M

TASK LIGHTING 444 HAWORTH TASK LIGHTING UNDER SHELF 
FIXED-INTENSITY HTLV-00XX-T,TR-J

DRAWER UNITS 427 HAWORTH SUSPENDED DRAWER 
PEDESTAL PENCIL/BOX/FILE OR FILE/FILE

PDS-24-DLN,TR-J                           
PDS-24-JLN,TR-J

KEYBOARD PAD 375 HAWORTH ADJUSTABLE KEYBOARD PAD HKTC-21-M,TR-JLU

LATERAL FILES

107 
CASEGOODS 

FILES 
STORAGE 
CATOLOG

HAWORTH 950 SERIES LATERAL FILE 
CABINET SQUARE EDGE LFSS-XXX-LDOH,TR-J,TR-J

TASK CHAIR
130    

SEATING 
CATOLOG

HAWORTH IMPROV SERIES H.E. MID-BACK 
CHAIR WITH HEIGHT ADJUSTABLE TASK 

ARMS

M231-1721,3H-06,TR-J           
FABRIC GRADE B

GUEST CHAIRS
144    

SEATING 
CATOLOG

HAWORTH IMPROV SERIES LEG BASE-
STACKING CHAIRS

M600-2100,3H-06,TR-J            
FRABIC GRADE B

COAT RACK
92   

UNIGROUP 
CATOLOG

HAWORTH SHELF WITH COAT RACK SCR-X,VJ,TR-J,TR-J

WHITE BOARD 387 HAWORTH MARKER BOARDNON-
MAGNETIC SURFACE HNAM-XXX

BOOKCASE 408 HAWORTH 950 SERIES BOOKCASE LBR-XXX,TR-J

FREE STANDING TABLE 465 HAWORTH RECTANGLEULAR TABLE-
LAMINATE-VINYL EDGE HTRG-XXXX,H-22,TR-J,TR-J
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HAWORTH PLACES MODULAR FURNITURE 
SPECIFICATIONS LIST 

 
 

 
 
 
 

* * * *

WORK SURFACE 
ACCESSORIES 362 FLUSH MOUNT KIT FMK-1

WORK SURFACE 
ACCESSORIES 362 DROP MOUNT KIT DMK-1

WORK SURFACE 
ACCESSORIES 362 PANEL MOUNT KIT PMK-1

WORK SURFACE 
ACCESSORIES 362 WORK SURFACE SUPPORT BRACKET WSC-L,TR-J

WORK SURFACE 
ACCESSORIES 362 WORK SURFACE SUPPORT BRACKET WSC-R,TR-J

WORK SURFACE 
ACCESSORIES 362 WORK SURFACE SUPPORT BRACKET WSC-P,TR-J

WORK SURFACE 
ACCESSORIES 362 SIDE MOUNT KIT SMK-1

PANEL ACCESSORIES 290 WALL MOUNT KIT WMK-XX,TR-J

PANEL ACCESSORIES 291 ALL PURPOSE HOOK HCH-0012,TR-J

ELECTRICAL ACCESSORIES 295 BASE FEED MODULE 3 CIRCUIT 4' LONG BFM-1-B

ELECTRICAL ACCESSORIES 304 STRAIGHT-SPAN POWER CONNECTOR PCSS-3-B

ELECTRICAL ACCESSORIES 302 DUPLEX POWER RECEPTACLE PACKAGE 
OF 6 PDR-3-B,TR-J

ELECTRICAL ACCESSORIES 302 SINGLE SURGE SUPPRESSION 
RECEPTACLE PCR-6-B,TR-J
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SECTION 12690 
 

FLOOR MATS AND FRAMES 
 
 
A. ACCEPTABLE MANUFACTURERS 
 

1. Pawling Corp. (Preferred), 
2. American Floor Products Company, Inc. 
3. Balco, Inc. 
4. Construction Specialties, Inc. 
5. Or as approved. 

 
B. MATERIALS 
 

1. General:  Provide colors, patterns, and profiles of materials, including metals and metal finishes 
indicated or specified.  Where not indicated, provide colors, patterns, and profiles selected by 
Owner from manufacturer's standards. 

2. Recessed Mat Frames:  Size and style to fit floor mat type matching approved sample, for 
permanent recessed installation in floor, complete with corner pins or reinforcing and installation 
anchorages. 
a. Extruded Aluminum:  ASTM B 221, alloy 6063-T5.  Coat surface of frame that will 

contact cementitious material with zinc chromate paint or manufacturer's standard 
protective coating. 

b. Provide edge members in single lengths or, where frame dimensions exceed maximum 
available lengths, provide minimum number of pieces possible, with hairline joints 
equally spaced and with pieces spliced together by means of straight connecting pins. 

3. Roll-Up Vinyl Linked-Tread Floor Mats:  Vinyl-acrylic hinged tread-slats with slotted or 
perforated hinges to form 2-inch-wide by 3/8-inch-thick slat modules.  Provide type of tread 
inserts as specified below. 
a. Hinge:  Extruded aluminum. 
b. Aluminum Finish:  Natural mill finish. 
c. Tread Surface:  Fusion-bonded carpet insert of 1/4-inch-high, 28 oz. per sq. yd. level-cut 

DuPont Antron III nylon filament. 
4. Design Product:  Pedimat II manufactured by Construction Specialties. 

 
* * * * * 

 


